
FURO PROFI 10W-40 

Semi-synthetic engine oil for protecting engine parts from wear 
under high loads, effectively maintaining their cleanliness from soot 
and deposits. Complies with the requirements of Euro III, IV on the 
level of toxicity of exhaust gases. Recommended for gasoline and 
diesel engines.

Meets requirements:

API CI-4/SL

MB 228.3

MAN М3275-1

MTU cat.2

Volvo VDS-3

Maсk EO-N/EO-M PLUS

Typicals characteristics:

 

RENAULT TRUCKS RLD/RLD-2

Cummins CES 20076/77/78

Deutz DQC III-10

Catterpillar ECF-1/ECF-2

ОАО КАМАЗ

18L 205L

Volume:

Kinematic viscosity at 40°С, mm  /s 14,97

Viscosity index, min 168

Mass fraction of mechanical impurities, %, not more -

Mass fraction of water, %, not more -

Open cupflash point , °С 227

Pour point, °С, not higher - 34

Acid value, mg KOH per 1g of oil 11,6

Density at 20°С, kg/m  , not more 857,0

Self-ignition temperature, ºС over 220

Sulphate ash, % 1,29
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Conditions for safe storage of chemical products: the oil should be stored in the manufacturer's 

packaging on racks, pallets or in stacks in covered warehouses, in a roofed facility or on a 

structured site protected from direct sunlight and precipitation. Keep out of reach of children. 

The shelf life: 5 years from the date of manufacture, provided that transportation and storage 

conditions are observed.

Products complies with requirements of TU ВY 193657825.001-2022 and TR CU 030/2012.


